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Explanation of Amendments in the Claims: 
1 .(previously cancelled) without prejudice 

2. (previously amended) The greenhouse according to Claim 9 wherein 
the width of each bench of the plurality of benches is substantially equal to the width of 
the spans. 

3. (previously canceled) without prejudice 

4. (previously amended) The greenhouse according to Claim 9 wherein 
the exterior wall structure includes third and fourth side walls at right angles to said first 
and second side walls each of the first, second, third and fourth side walls have the 
same spans between the plurality of vertical posts thereof and the length of each bench 
from said first side wall is equal to a multiple of the spans. 

5(previously amended) The greenhouse according to Claim 9 wherein 
each of the benches of the plurality of benches is located such that it has one end at 
said first side wall and has an opposed end spaced from said second side wall. 

6. (previously amended) The greenhouse according to Claim 9 wherein 
each of the spans equals six feet 

7. (previously amended) The greenhouse according to Claim 9 wherein 
the plurality of vertical posts and the transparent panels therebetween form a curtain 
wall construction in which the transparent panels are attached at their edges to the 
vertical posts and fully extend across the span therebetween without intermediate 
support elements. 

8. (previously amended) A greenhouse comprising: 
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an exterior wall structure which includes primarily transparent panels 
allowing entry to an interior of natural light; 

a plurality of elongate benches located within the interior and arranged to 
provide support surfaces for supporting crop materials thereon for receiving the natural 
light and growing within the interior; 

an air handling system for conditioning the air within the interior including 
at least one air moving fan, at least one interior air intake, at least one interior air outlet, 
at least one exterior vent and at least one component for changing air temperature; 

the exterior wall structure including a first side and a second side wall 
opposite to the first side wall with each of the first and second side walls defined by a 
plurality of vertical posts at spaced positions along the length of the side wall defining 
equal spans between each of the plurality of vertical posts and the next with transparent 
panels arranged to substantially fill the span between the posts; 

the benches being arranged at spaced positions along the first side wall 
such that each bench has one end adjacent said first side wall and extends therefrom at 
right angles thereto toward the second side wall; 

each bench of the plurality of benches being associated with a respective 
one of the spans between the plurality of vertical posts of said first side wall and 
arranged such that the number of spans is equal to the number of benches of the 
plurality of benches; 

wherein each bench of the plurality of benches has associated therewith a 
respective one of a plurality of air handling systems, each air handling system including 
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a fan, at least one air intake below the respective bench of the plurality of benches and 
at least one air outlet above the respective bench of the plurality of benches. 

9. (previously amended) A greenhouse comprising: 

an exterior wall structure which includes primarily transparent panels 
allowing entry to an Interior of natural light; 

a plurality of elongate benches located within the interior and arranged to 
provide support surfaces for supporting crop materials thereon for receiving the natural 
light and growing within the interior; 

an air handling system for conditioning the air within the interior including 
at least one air moving fan, at least one interior air intake, at least one interior air outlet, 
at least one exterior vent and at least one component for changing air temperature; 

the exterior wall structure including a first side wall and a second side wall 
opposite to the first side wall with each of the first and second side walls defined by a 
plurality of vertical posts at spaced positions along the length of the side wall defining 
equal spans between each of the plurality of vertical posts and the next with transparent 
panels arranged to substantially fill the span between the plurality of vertical posts; 

each bench having a bench support for the bench located underneath the 

bench; 

the benches being arranged at spaced positions along the first side wall 
such that each bench has one end adjacent said first side wall such that the bench and 
the bench support therefor each extend from the first side wall at right angles thereto 
toward the second side wall; 
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each bench being associated with a respective one of the spans such that 
the number of spans is equal to the number of the plurality of benches and such that the 
bench support of each bench is located between the plurality of vertical posts of the 
associated respective one of the spans; 

wherein the air handling system consists of a plurality of separate air 
handling systems each air handling system of the plurality of air handling systems being 
associated with a respective one of the benches of the plurality of benches and each air 
handling system of the plurality of air handling systems including a fan, at least one air 
intake below the respective bench of the plurality of benches and at least one air outlet 
above the respective bench of the plurality of benches. 

10. (previously amended) The greenhouse according to Claim 9 wherein 
the exterior wail structure includes third and fourth side walls at right angles to said first 
and second side walls each of the first, second, third and fourth side walls have the 
same spans between the plurality of vertical posts thereof and wherein there is provided 

an alley way formed outside the second wall by an alley wall parallel to the second wall, 

1 

the alley way having a width equal to the width of one span. 

11. (previously amended) The greenhouse according to Claim 9 wherein 
the exterior wall structure includes third and fourth side walls at right angles to said first 
and second side walls each of the first, second, third and fourth side walls have the 
same spans between the plurality of vertical posts thereof and wherein there is provided 
a doorway into the interior, the doorway being formed in a door panel having a width 
equal to the width of one span and arranged to be mounted between two of the plurality 
of vertical posts. 
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12. (previously amended) The greenhouse according to Claim 9 wherein 
the exterior wall structure includes third and fourth side walls at right angles to said first 
and second side walls each of the first, second, third and fourth side walls have the 
same spans between the plurality of vertical posts thereof and wherein there is provided 
an electrical system for controlling the air handling system including at least one 
electrical cabinet containing electrical components; the at least one electrical cabinet 
being formed as at least part of an integral panel having a width equal to the width of 
one span and arranged for location between two of the plurality of vertical posts* 

13. (previously amended) The greenhouse according to Claim 12 
wherein there are provided a plurality of electrical cabinets each formed as at least part 
of an integral panel having a width equal to the width of one span and arranged for 
location between two of the plurality of vertical posts. 

14. (previously amended) The greenhouse according to Claim 12 
wherein there is provided an alley way formed outside said second wall by an alley wall 
parallel to the second side wall, the alley way having a width equal to the width of one 
span and wherein the integral panel forms one panel spanning two posts of the plurality 
of vertical posts of the alley wall. 

15. (original) The greenhouse according to Claim 12 wherein the integral 
panel is defined by the cabinet and wall panel portions along at least one side of the 
cabinet. 

16. (previously amended) The greenhouse according to Claim 12 
wherein the integral panel is fastened to the two posts of the plurality of vertical posts. 

17. (previously cancelled) 
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18.(previously cancelled) 

1 &(currentfy amended) A greenhouse comprising: 

an exterior wall structure which includes primarily transparent panels 
allowing entry to an interior of natural light; 

a plurality of elongate benches located within the interior and arranged to 
provide support surfaces for supporting crop materials thereon for receiving the natural 
light and growing within the interior; 

an air hand li ng system - for - oond i tion i ng th e a i r within th e intorior including 
at toast on e air mov i ng fa i v a t -l e a st on e int e rior air intak e , at l ea s t - ono i nterior air outl e t 
at least on e exterior vont and at le ast on e component for - chang i ng a i r t e mp e r a tur e ; 

the exterior wall structure including a first side and a second side wall 
opposite to the first side wall with each of the first and second side walls defined by a 
plurality of vertical posts at spaced positions along the length of the side wall defining 
equal spans between each of the plurality of vertical posts and the next with transparent 
panels arranged to substantially fill the span between the plurality of vertical posts; 

the plurality of benches being arranged at spaced positions along the first 
side wall such that each bench has one end adjacent said first side wall and extends 
therefrom at right angles thereto toward the second side wall; 

each bench being associated with a respective one of the spans between 
the plurality of vertical posts of said first side wall and arranged such that the number of 
spans is equal to the number of the plurality of benches; 
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a plurality of air handling systems equal in number to the plurality of 
benches such that each bench has associated therewith a respective on e of the plurality 
ofajr handling systems; 

each air handling system comprising: 

a respective air intake separate from the air Intak es of others of the 
air handling^ystemstT 

a respective fan separate from the fans of others of the air handling 
systems connected to the air intake plenums 

a respective fan housing separate from the fan housings of the 
other air handling systems and containing the respective fan; 

a respective interior air outlet separate from the interior air outlets 
of others of the air handling systems connected to the respective fan: 

and at least one respective air conditioning component separate 
from the air conditioning components of others of the air handling systems for 
conditioning the air transported from the airjntake plenum to the outlet duct bv the fan: 

wherein th e air handling syst e m for condition i ng th e oir within tho i nt e r i or 
indud es-a- p l ura l rty of a i r mov i ng fano oaoh mountod i n a r e sp e ct i ve on e o fc o - p l u F a li ty - of 
fan hou si ng hav i ng at l eas t on e- i nt e r i or -a ir - int a k e-a Rd at l oast - ono i nterior o i r outl e t; the 
p l urality of fan housings of the plurality of air handling systems be*R§ are arranged in a 
row along said first side wall of the exterior wall structure* suchthat the number of the 
p l urality of fan housings b e ing is equal to the number of spans between the plurality of 
posts along said one side wall; 
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and wherein each fan housing being of the plurality of fan housings of the 
plurality of air handling systems is mounted in the span between a respective pair of the 
plurality of vertical posts. 

20. (previously amended) The greenhouse according to Claim 19 
wherein each of the plurality of fan housing projects between the plurality of vertical 
posts such that each side thereof lies inside a side surface of the respective post of the 
plurality of vertical posts. 

21. (previously amended) The greenhouse according to Claim 19 
wherein said first side wall includes a plurality of non-transparent wall panels with each 
non-transparent wall panel being arranged in the span between a respective pair of 
posts of the plurality of vertical posts, each non-transparent wall panel having a height 
substantially equal to the top of the respective fan housing of the plurality of fan 
housings. 

22. (prevlously amended) The greenhouse according to Claim 21 
wherein each non-transparent wall panel is located at a position spaced outwardly of 
the outside surfaces of the plurality of vertical posts to define a channel inside the non- 
transparent wall panels and outside the plurality of vertical posts and wherein there is 
provided a sill covering the channel and located at a bottom of the transparent panels. 

23. (cancelled) 

24. (cancelled) 

25. (previously amended) A greenhouse comprising: 

an exterior wall structure which includes primarily transparent panels 
allowing entry to an interior of natural light; 
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a plurality of elongate benches located within the interior and arranged to 
provide support surfaces for supporting crop materials thereon for receiving the natural 
light and growing within the interior; 

an air handling system for conditioning the air within the interior including 
at least one air moving fan, at least one interior air intake, at least one interior air outlet, 
at least one exterior vent and at least one component for changing air temperature; 

the exterior wall structure including a first side, a second side wall 
opposite to the first side wall a third side wall and a fourth side wall at right angles to the 
first and second side walls, with each of the side walls defined by a plurality of vertical 
posts at spaced positions along the length of the side wall defining equal spans 
between each of the plurality of vertical posts and the next with transparent panels 
arranged to substantially fill the span between the plurality of vertical posts; 

the benches being arranged at spaced positions along the first side wall 
such that each bench has one end adjacent said first side wall and extends therefrom at 
right angles thereto toward the second side wall; 

each bench being associated with a respective one of the spans between 
the plurality of vertical posts of said first side wall and arranged such that the number of 
spans is equal to the number of the plurality of benches; 

wherein the air handling system for conditioning the air within the interior 
includes wiring and piping for supplying electrical power and air conditioning fluid for 
changing the air temperature; 

wherein each of the side walls includes a plurality of bottom non- 
transparent wall panels arranged In the span between each pair of the plurality of 
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vertical posts, each non-transparent wall panel extending to the bottom of the 
transparent panels* and a sill at the bottom of the transparent panels extending 
outwardly of the plurality of vertical posts; 

and wherein each non-transparent wall panel is located at a position 
spaced outwardly of outside surfaces of the plurality of vertical posts to define a channel 
inside the non-transparent wall panels and outside the plurality of vertical posts and 
below the sill for receiving said wiring and piping. 

26. (previously amended) The greenhouse according to Claim 25 
wherein the transparent panels are connected to the outside surfaces of the plurality of 
vertical posts. 
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